
BLC Range

Blast Chillers

Switchable
Cooler /
Freezer

Special
Installation

Product Features Technical Specifications

Temperature Range (°C)

Refrigerant

Type of Defrost

Exterior Finish

Interior Finish

Power

Max Ambient

Climate Class

-18 to +3

R290

Automatic

Stainless steel

Stainless steel

13 Amp

30°C at 55% RH

4

• Fully automatic, fan assisted cooling
• Digital controller and temperature display
• Temperature probe
• 4 Configurable pre-set programs
• Accepts 1/1 Gastronorm or 60x40 Euronorm pans (not
supplied)
• Max depth of pan/tray - 65mm
• BLC3 (Chill +70°C to +3°C) 12kg in 90 mins
• BLC3 (Freeze +70°C to -18°C) 8kg in 240 mins
• BLC5 (Chill +70°C to +3°C) 18kg in 90 mins
• BLC5 (Freeze +70°C to -18°C) 14kg in 240 mins
• BLC10 (Chill +70°C to +3°C) 40kg in 90 mins
• BLC10 (Freeze +70°C to -18°C) 28kg in 240 mins

BLC3

BLC5

BLC10

Ext. Dimension
(WxDxH) (mm)

800 x 815 x 925

800 x 815 x 995

800 x 815 x 1625

Int. Dimension
(WxDxH) (mm)

660 x 420 x 330

660 x 420 x 400

660 x 420 x 870

Net Weight
(kg)

117

120

170

Input Power
(W)

700

800

1298

Gross/Net
Volume (l)

92 / 82

111 / 100

235 / 218

Capacity GN
Pans

5x 1/1

3x 1/1

10x 1/1

BLC10
BLC5

BLC3
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BLC10

Chiller Storage
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